TR 1004 002 00

Milestone 1

160 A Diagnostie Program (SFCHEX)



wagre

-
«

A-1159

T T e RS o+ AT I oSSy R 1

TM-1003/092/00

TEGHNIGAL
MENMORANDUNM

(TM Series)

ASTIA AVAILABILITY NOTICE

Qualified requesters may obtain
coples of this report from ASTIA.

This document was produced by SOC in performance of contract___ AL 19(628)-1648, Space

Systems Divislion Program, for Space Systems Division, AFSC.
L ______________________________|

Milestone 11 SYSTEM
160-A Diagnostic Program (SFCHEX) DEVELOPMENT
By CORPORATION

Utility Section 2500 COLORADO AVE.

SANTA MONICA

12 February 1963

Approved
J. B. Munson CALIFORNIA

The views, conclusions or recommendations expressed in this document do not neces-
sarily reflect the official views or policies of agencies of the United States Government.

Permission to quote from this document or to reproduce it, wholly or in part, should
be obtained in advance from the System Development Corporation.

Although this document contains no classified information it has not been cleared for
open publication by the Department of Defense. Open publication, wholly or in part, is
prohibited without the prior approval df the System Development Corporation.



12 February 1963

PREFACE

Acknowledgement is made of the Milestone 11
document, produced by Mellonics S-D, Incor-
porated, from which the contents of this

document were drawn.

TM-1003/002/00




12 February 1963 i1 T™-1003,/002/00 .

L3

TABLE OF CONTENTS

Page
IDENTIFICATION 1-1
1.0 THE SFCHEX PROGRAM 1-2

2.0 INPUT 2-1
2.1 Input Modes 2-1
2.2 Input Commands 2-1

2.2.1 Command Types 2-1
2.2.1.1 Begin Command 2-1
2.2.1.2 Correct Command 2-2
2.2.1.3 Dump Command 2.2
2.2.1.4 End Command 2-2
2.2.1.5 Header Command 2-2
2.2.1.6 Locate Command 2-2
2.2.1.7 Page Command 2-3
2.2.1.8 Run Command 2-3
2.2.1.9 Snap Command 2-3
2.2.1.10 Trap Command 2-3 .
2.2.1.11 Unsnap Command 2-5
2.2.1.12 Wrapup Command 2-5 y
2.2.1.13 Mnemonic Dump Command 2-5

3.0 OUTPUT 3-1 ¢
3.1 Output Modes 3-1
3.2 Output Formats 3-1

3.2.1 Dump Formats 3-1

3.3 Error Messages and Recovery Procedures 3=2

3.3.1 Illegal Input Character 3-2

3.3.2 Illegel Instruction 3-2

3.3.3 Illegal Input Command 3-k

3.3.4 Three Simulteneous Traps, Snaps or Unsnaps 3-U
3.3.5 Unsnap Command Address Does Not Match Any

Snap Command Address 3-5

3.3.6 TRAP TABLE Capacity Exceeded 3-5

4.0 OPERATING INSTRUCTIONS L1

4.1 Options L1
L.1.1 Input Option L1
L.1.2 Output Option b1
4.1.3 SLJ Switch Options Lol

L.2 SFCHEX Operation L2 .



=

12 February 1963 114 TM-1003/002/00
Page

4.3 Operating Restrictions and Limitations 42
4.3.1 Illegal Instructions L2
4.3.2 Non-Translatable Instructions 43
4.3.3 The Locate Command L3
4.3.4 The Begin Command 4.3
4.3.5 TRAP TABLE Limit 43
4.3.6 Input-Output 4.3
4.3.7 Trap, Snap or Unsnap Commands [}

4.3.8 Pressing the Load Button on the 167-2 On-Line

Card Reader o5

4.3.9 Equipment Configuration L5

5.0 SFCHEX CAPABILITY 5-1
5.1 The Trep Cormmand 5=1
5.2 SFCHEX Strategy 5-2
6.0 TEST CASES 6-1
6.1 Procedure 6-1
6.2 Sample User's Program 6-1
6.3 Validation Procedures 6-L
6.3.1 Test One 6-5
6.3.2 Test Two 6-7
6.3.3 Test Three 6-8
6.3.4 Test Four 6-9
6.3.5 Test Five 6-10

T.0 PROGRAM DESCRIPTION T-1
7.1 General Considerations -1
T.1.) Tables and Buffers T-1

7.2 Input Setup and Execution Section T-h
7.2.1 I-0 Section T-5
T7.2.2 NEED Subroutine T-6
T.2.3 Command Input T-10
T.2.3.1 BUF Buffers, TRAP Table and SWl T7-10

T7.2.3.2 CXB Begin Command T=-12

T.2.3.3 CXC-CORRECT Command T=-13

7.2.3.4 CXD-DUMP Command T-18

7.2.3.5 CXE-END Command 7-19

7.2.3.6 CXH-HEADING Command T-21

T7.2.3.7 CXL-LOCATE Command T-24

7.2.3.8 CXP-PACE Command © =24

7.2.3.9 CXR-RUN Command T-27

7.2.3.10 CXS-SNAP Command T-27



12 February 1963 iv
T7.2.3.11 CXT-TRAP Command
7.2.3.12 CXU-UNSNAP Command
7.2.3.13 CXW-WRAPUP Command
7.2.3.14 CXN-Mnemonic Dump

T3

T.b4

7.2.4 OCF and EXS

Common Subroutines
T.3.1 CORR
7.3.2 DUMP
T7.3.3 HEAD
7.3.4 1LOC
7.3.4.1 RECOV
T7.3.5 SNST
7.3.6 INSV
7.3.7 SETUP
7.3.7.1 GEN
7.3.7.2 WT
7.3.7.3 SETUP
T.3.7.3.1 Module 1
7.3.7.3.2 HModule 2
7.3.7.3.3 Module 3
7.3.7-3.4 Module 4
7.3.7.3.5 Module 5
7.3.7.3.6 Module 6
7.3.7.3.7 Module T
7.3.7.3.8 Module 8
T7.3.7.3.9 Module 9
7.3.8 UNST

ENTRY Subroutine TRAP, SNAP or UNSNAP Execution

TRAP Execution Section
UNSNAP Execution
SNAP Execution
PREX
REPLAC
- SNAP

NN
FEEEEE
O FW D

Module Control Sequence

T™-1003/002/00

Page
T-31
T=-33
T=35
=37

-39

-



L9

12 February 1963 v TM-1003,/002/00

ILLUSTRATIONS

Figure Page
2.1 Conmand Formats 2-7
3.1 Sample Dump Format 3-3
T.1 Input, Setup and Execution Section T=T7
7.2 Input/Output Section 7-8
T.3 NEED Subroutine T-9
T.4 Command Test Sequence T-11
T.5 CXB-BEGIN Command T=15
T.6 CXC-CORRECT Cormmand T7-16
T.7 CXD-DUMP Command T-17
7.8 CXE-END Command T-20
7.9 CXH-HEADING Command T-23
T.10 CXL-LOCATE Command T-25
7.11 CXP-PAGE Command 7-26
7.12 CXR-RUN Command 7-29
T.13 CXS~-SNAP Command T=-30
T.14 CXT-TRAP Command T-32
7.15 CXU-UNSNAP Command T-34
T.16 CXW-WRAPUP Command T7-36
T.17 CXN Mnemonic Dump T-38
T.17A CORR T-43
7.18 DUMP -4k
T.19 HEAD T7-46
T.20 LoC T-48
7.21 RECOV 7-50
T.22 SNST T=-52
7.23 INSV T-56
T.24 GEN T-60
T.25 WT T-61
T.26 SETUP 7-65
T.27 Module 1 T-67
7.28 Module 1.1 T-69
7.29 Module 1.2 7-T1
7.30 Module 1.3 7-73
T7.31 Module 1.4 T-75
T.32 Module 2 T-78
7T.33 Module 3 7-80
7.34 Module L 7-82
7.35 Module 5 7-84
7.36 Module 6 7-86
7.37 Module 7 7-88
7.38 Module 8 T-90
T.39 Module 9 T-92



12 February 1963

Figure

UNST
Mnemonic Dump
ENTRY

TRAP EX
UNSNAP EX
SNAP EX
PREX

REPLAC

SNAP

e s

e Bt P I R P B P
gszo\\n:wnn—-'o

vi TM-1003/002/00



0

12 February 1963 1-1 TM~1003/002/00

IDENTIFICATION

Naxse :
160-A Diagnostic Program (SFCHEX) - Ident 02C, Mod AA

Program Authors:
G. Sanford and S. Lynch, Mellonics System Development, Inc.
18 January 1963

Documented:
Mellonics Systems Development Inc.
18 January 1963

Modified:
M. J. Sweeney, System Development Corporation

1 February 1963

Edited:
R. C. Wise, System Development Corporation
12 Pebruary 1963



12 February 1963 1-2 TM-1003,/002/00

1.0 The SFCHEX Program

For many years it has heen the practice of computer systems to
supply & certain amount 6f diagnostic control in “the" gssembly or dompilation
of computer programs. This control generally consists in the identification
of duplicate tags, i1llegal instructions, invalid logical procedures and the
like. However, this type of diagnostic aid is designed to assist the pro-
grammer only up to that time at which the computer is able to interpret and
execute the instruction sequences. When the programmer begins to check out
the computer program for the desired results, he is often left with little
aid in the form of diagnostic routines. Even those which are available (such
as dumps and trace routines) are not available at any selected point in the
user's program unless the user modify his program by inserting some sort of
calling sequence.

It is this situation that SFCHEX is intended to remedy in the case
of the Bird Buffer System. SFCHEX will allow the user to dump any portion
of his program at any time. He will be able to modify parameters or in-
structions as he desires. He may jump from point to point in his program.
Annotations for output (e.g. dumps) can be generated. All these can be
effected without the user modifying any portion of his program. The ultimate
speed up in the checkout of programs and the added efficiency, in the fact
that numerous assemblies and compilations to add or remove diagnostic dumps
are no longer needed, is evident.

SFCHEX performs this function by accepting directions (i.e., commands)
via the typewriter or on-line card reader. These commands instruct SFCHEX
as to where and when corrections, dumps or annotations are to be made. The
key command for SFCHEX is the TRAP Command. It enables the user to iterate
a certain set of commends as many times as he wishes and after the final
. iteration, the "flushing" (i.e., elimination) of the TRAP Command will result
in an interrogation of the typewriter (or card reader) for more commands.
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Before explaining the method and philosophy of the program further,
we shall now consider the input formats (Section 2.0), the output formats
(Section 3.0) and the operating instructions (Section 4.0). Section 5.0
(SFCHEC Capability) will then develop further the method of SFCHEX and dis-
cuss the use and strategy of the various commands with emphasis on the TRAP
Command.

Section 6.0 will be the listing of the validation and checkout
procedures and Section 7.0 is a description of each subroutine and logical
section of SFCHEX including both descriptions and flowcharts.
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2.0 INPUT
2.1 Input Modes

SFCHEX allows two modes of input. Commands may be entered via the
typewriter or the on-line card reader. SFCHEX will request the input option
by printing on the typewriter: MODE IN.

The user will then indicate his option by typing a "T" for typewriter
input or a "C" for punched card input. Input formats are the same for both
modes of input. In both types of input a period will be used to terminate
the command. In the typewriter input mode SFCHEX causes a carriage return
and types an "*" whenever it is ready to accept another command. If the final
period for a command has not yet been typed the user can delete the command
by causing a carriage return. In the on-line card read mode SFCHEX reads one

card each time it is prepared to accept another command.

2.2 Input Commands

There are twelve different commands which SFCHEX will accept and
execute. Each command is identified by a letter which is the initial letter
of the command name. The following is a list of the command names and a
description of the function which each will perform. Please note all addresses

and parameters are entered in octal.

2.2.1 Command Types

2.2.1.1 Begin Command

This command is used to indicate to the SFCHEX program that all of
the initial commands have been entered. SFCHEX will transfer to the address
contained in the Begin Command.(This address will normally be the initial
addresss of the user's program).

The Begin Command may also be used to transfer to unconnected point's
in the user's program. This will be useful when the user's progrem is not
able to run to completion, since several sections of the program may be reached
by the command.
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2.2.1.2 Coyrect Command
This command allows the user to enter octal correction and parameter

modifications into any location in the computer. A maximum of eleven cor-
rections is allowed in each Correct Command.

2.2.1.3 Dump Command

This command will cause an octal dump of the computer memory between
the limits prescribed by the Dump Command. The dump will be generated on the
on-line printer or magnetic tape according to the user's expressed output
option (see Section '3.1).

2.2.1.4 End Command

This is one of two commands which is used to terminate command input
to SFCHEX. SFCHEX will continue to execute all the commands which were entered
and the user's program will be allowed to run until it reaches its final stop

(or some error stop).

2.2.1.5 Header Command
This command is used to generate BCD annotation. Up to seventy-six

characters may be input per command. These characters will then appear on the
printer or magnetic tape according to the output option selected at the be-

ginning of the run.

2.2,1.6 Locate Command

This command is necessary if the user intends to enter any Trap
(2.2.1.10) or Snap (2.2.1.9) commands. The Locate command contains the initial
address of a nine cell sequence in the user's relative bank, in which SFCHEX

may store a subroutine. This subroutine (RECOV) will be the communications
link between the user's program and SFCHEX, that is, each time SFCHEX sets a
Jumpout in the user's program, the jump will be to RECOV. RECOV will save the
A-Register and the return address before transferring to SFCHEX in another bank.
NOTE: The Locate Command must be entered prior to any Snap, Trap
or Unsnap commands.
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2.2,1.7 Page Command

This command will cause a page eject in the output listing.

2.2.1.8 Run Command

This command is used to indicate to SFCHEX that no more commands
will be entered at this time. This will cause SFCHEX to process the current
commands until one of the Trap commands terminates. At this time SFCHEX will

return for more input commands.

2.2.1.9 Snap Command

The Snap command is actually a specialized Dump command, which is
executed each time the computer encounters a prescribed cell in the user's
program. This specialized dump will consist of the bank control settings,
the contents of the A-Register, the contents of the Buffer Entrance Register,
and the first TTg cells of a prescribed bank (or all four banks). The Snap
command will remain in effect until a corresponding Unsnap command (2.2.1.11)

is entered and executed.

2.2.1.10 Trap Command
The Trap command performs three functions.

a. JIterate Dump, Heading, Correct, Mnemonic, and Page cormands.
b. Delay the execution of Correct, Dump, Heading, Page, Mnemonic,
Snap, and Unsnap comuands until some strategic location is

reached in the user's program.

c. Return for more command input at appropriate times.
The Trap command is set up in the following manner:

The Trap command contains an address in the user's program which,when
encountered, will cause g transfer to SFCHEX. The Trap command also contains a
parame.2r N, which indicates the number of times this transfer is to occur.

(If N is input as a zero the transfer will occur for the remainder of the pro-
gram run.) When the transfer occurs for the Nth time, the commands associated
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with the Trap command are executed for the last time and SFCHEX returns for
more input. Note that if N were input as a 1, the user could input more
comnands (e.g., parameter modifications by Correct command) as soon as the
location included in the Trap command is reached.

When a Trap command is entered, all the subsequent commands are
associated with that command until a Begin, End, Locate, Run, Wrapup or another
Trap command is entered. This "association" is effected by storing the in-
dividual command parameters in a Trap Table. Snap and Unsnap commands in a
Trap Table are treated differently than the other commands. The other commands
are executed each time the Trap address is encountered. Whereas the first
time that a Trap Table is executed, any Snap or Unsnap command will be set up,
at the proper address in the user's program and then the command parameters
will be obliterated in the table.

_ The length of a Trap Table is limited to forty-eight cells. The (
number of cells required for each allowable command is shown in the following
list.

Command Number Explanation

Correct L + N N is the number of cells to be
corrected. 1 > N <11

Dump 5

Heading 2 + N/2 N is the number of BCD characters

Page 1

Snap Iy

Unsnap 5

Mnemonic 5

The Trap Table is said to have been "flushed" when the table has been
executed for the Nth time. At this time,‘SFCHEx will perform a test to see if
an End or Wrapup command has been entered. If nelther has been entered, SFCHEX
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will return for more commands. Otherwise the End command (2.2.2.4) procedure
or the Wrapup command (2.2.2.12) procedure will be followed.

2.2.1.11 Unsngp Command

The Unsnap command is used to remove a Snap command which is current-
ly in operation. When the address, included in the Unsnap command, is en-

countered in the user's program, the associated Snap command will be removed.

The address on the Unsnap command could be the same as the Snap
command address. When the user's program encounters that address, the Snap
command will be deleted. No Snap dump will be generated at this time.

2.2.1.12 Wrapup Command

This is a counterpart of the End conmand. It also indicates to
SFCHEX that no more commands will be entered. However, in this case, when
both the Trap Tables are flushed (except those which are indefinite, i.e.,
N input as 0), SFCHEX will terminate the run by halting. (If a monitor system
is installed in the computer system, SFCHEX can be modified to return control
to the monitor at this time.)

2.2.1.13 Mnemonic Dump Command
This command will cause 60 word blocks of core to be printed on the

166 printer. No comversion of data is done. No headers or address will be

printed.

2.3 Command Formats

Figure 2.1 contains a column by column illustration of each of the
command formats. The formats are identical for both card and typewriter in-
put. SFCHEX allows recovery from any error resulting from command inputs in
either input mode.

The following section is a description of the commands in relation
to the formats presented in Figure 2.1. Notice that every command begins
in column 1 and every command is terminated with a period.



12 February 1963 2-6 TM-1003/002,/00

2.3.1 Command Formats

2.3.1.1 Begin Command

FORMAT: B bXXX.

EVENT: SFCHEX terminates the current input sequence and trai.s-
fers program control to location XXXX in bank b.
Important: This command must be used to terminate the
initial input command sequence.

2.3.1.2 Correct Command

FORMAT: C bXOX ClClClCl CQCQCZC2 C3C3C3C3...

EVENT: ClClClCl is stored in location XXXX, bank b.

02020202 is stored in location XXOX + 1, bank b.

cC.CC. is stored in location XOX + (n-1), bank b. .

(where 1 < n <11)
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2.3.1.3

2.3.1.4

2.3.1.5

2.3.1.6

2-8 T™M-1003,/002,/00

Dump Command

FORMAT:

EVENT:

End Command

FORMAT:

EVENT:

D .blxxxx baYYYY. |
An octal dump from location XXX bank bl through location

YYYY bank b2
read out on magnetic tape according to the user's option.

will be generated on the on-line printer or

E.

A switch is set so that SFCHEX will not attempt to read
any more commands. Thus when all the prior commands have
been completely executed the user's program will be allowed
to continue until it terminates itself. . After setting the
above switch SFCHEX returns program control to the proper '
location in the user's program.

Header Command

FORMAT:
EVENT:

H BCD COMMENT OF UP TO 76 CHARACTERS.

The BCD command is generated on the on-line printer or
magnetic tape depending on the user's option. The period
may not be used as a part of the comment. If a period 'isv
inadvertently inserted in a comment, only those char-
acters prior to that period will appear in the output.

Locate Command

FORMAT:

EVENT:

L DbXXX.

The nine cell RECOV Subroutine will be transferred from

SFCHEX to locations XXXX through XXXX + 8 in bank b (the

bank in which the user's program is storéd).

Important: This command must be entered prior to any
Trap, Snap or Unsnap command.
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2.3.1.7

2.3.1.8

2.3.1.9

2.3.1.10

Page Command
FORMAT: P.

EVENT: A page will be ejected on the on-line printer or on the
magnetic tape listing according to the user's option.

Run Command

FORMAT: R.

EVENT: SFCHEX will stop accepting input, terminate any Trap
Tables that are being constructed and return to the user's
program from which it last exited.

Snap Command

FORMAT : S pXxXxxX B.

EVENT: SFCHEX will place a JPR RECOV in locations XXOXX through
XXX + 1 in bank b, Whenever the computer encounters cell
XXX in bank b control will be transferred to SFCHEX and
a dump of cells 0-778 in bank B along with the contents
of the A Register will be made. Buffer Entrance Register
and the bank settings will be output on the proper medium.
If B was input as "4" a Snap dump of all four banks will
occur.

Trap Command

FORMAT: T bXOX nnnn.

EVENT: SFCHEX will place a JPR RECOV in locations X00X and X)X

+ 1 in bank b. One of the two TRAP TABLES will be selected
and nnnn will be stored in the first cell of that table.
Each time the computer encounters location XXXX.in bank b
the command parameters in the TRAP TABLE will be executed
and nnnn will be decreased by 1. When nn is decreased to
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zero the Trap command is removed and SFCHEX will accept in-

put if any is forthcoming. (If nnnn was input as "0O",
a -1 is stored in the first .cell of the TRAP TABLE and
the Trap command is never removed.)

Subsequent commands are stored in the TRAP TABLE in the following
manner. (Let TRAPSTOR be the next available location in the TRAP TABLE).

a. Correct Command in a TRAP TABLE

Command Format:

Command Storage:

b. Dump Commsnd in a
Command Format :

Command Storage:

C bpxXxxx Clclclcl 02C20202 .

The address of the CORRECT Subroutine is stored
in TRPSTOR. b is stored in TRPSTOR + 1. XXXX
is stored in TRPSTOR + 2. The number of cor-
rections included in this command (i.e., n) is
stored in TRPSTOR + 3.

C,C,C;C; is stored in TRPSTOR + k.

cecaczcz is stored in TRPSTOR + 5.

€ C,C,C, is stored in TRPSTOR + (n +3)

TRAP TABLE

D bl}OOCX baYYYY.

The address of the DUMP Subroutine is stored

in TRPSTOR. bl is stored in TRPSTOR + 1. DX

is stored in TRPSTOR + 2. ba is stored in

TRPSTOR + 3. YYYY is stored in TRPSTOR + L.
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¢. Header Command in
Command Format:

Command Storage:

d. Page Command in a
Command Format:

Command Storage:

€. Snap Command in a
Command Format:

Command Storage:

f. Unsnap Command in
Command Format:

Command Storage:

2-11 TM-1003,/002/00

a TRAP TABLE

H H1H2 e e e Hn.

The address of the HEAD Subroutine is stored
in TRPSTOR. Half the number of BCD characters
(i.e., n/2) are stored in TRPSTOR + 1. B H,
is stored in TRPSTOR + 2. H3Hh is stored in
TRPSTOR + 3. . . . Hn-lnn is stored in

TRPSTOR + (2 + n/2).

TRAP TABLE

P.

The address of the PAGE Subroutine is stored
in TRPSTCR.

TRAP TABLE

S XXX B.

The address of the Snap SETUP Subroutine is
stored in TRPSTOR. b is stored in TRPSTOR + 1.
XXX is stored in TRPSTOR + 2. B is stored in
TRPSTOR + 3.

a TRAP TABLE

U blxxxx b YYYY.

The address of the Unsnap SETUP Subroutine is
stored in TRPSTOR. bl is stored in TRPSTOR + 1.
XXX is stored in TRPSTOR + 2. b, is stored

in TRPSTOR + 3. YYYY is stored in TRPSTOR + 4.
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g. Mnemonic command in a TRAP TABLE

Command Format: N bX0XX ONNNN

Command Storage: The address of the mnemonic Subroutine is

stored in TRPSTOR. b is stored in TRPSTOR + 1.
XXX is stored in TRPSTOR + 2. 0 is stored in
TRPSTOR + 3. NNNN is stored in TRPSTOR + L.

h. Begin, Run, End, Wrapup or a second Trap command will indicate
to SFCHEX that the current TRAP TABIE is complete. In this case
TTTT will be placed in TRPSTOR.. The T777 will serve as a flag
to terminate the execution of the command parameters in the
TRAP TABLE.

2.3.1.11 Unsnap Cormand

FORMAT:
EVENT:

U

SFCHEX will place a JPR RECOV in locations YOO and
XX + 1 in bank bl' When the computer encounters
location XXXX control will be transferred to SFCHEX.
At this time the Snap command jump (i.e., JPR RECOV)
will be removed from location YYYY and YYYY+ 1 in bank
b,. At the same time the Unsnap command jump will be
removed from locations XXX and X0OX +1. Then control
will be returned to the user's program at location

leXXX .

2.3.1.12 Wrapup Command

FORMAT:
EVENT:

V.

A switch is set 8o that SFCHEX will not attempt to read
in any more commands. Then the TRAP TABLES are checked.
If both tables are empty (indefinite traps count as being
empty in this regard) SFCHEX will terminate the program.

¢,
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Otherwise SFCHEX returns control to the proper location
in the user's program. However, when all the finite

(1.e., not indefinite) traps have been flushed, SFCHEX
will terminate the program.

2.3.1.13 Mnemonic Command

FORMAT :

EVENT:

N DbXXXX ONNNN

A dump of core from location XXX in bank b in groups
of 60 word blocks specified by NNNN will be printed on
the 166 line printer. No conversion of data is done.
No headers or address will be printed.
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3.0 OUTPUT
3.1 Qutput Modes

SFCHEX allows two modes of output; the 166 on-line printer or a 163
magnetic tape unit. SFCHEX will request the output option by printing on the
typewriter:

MODE OUT

The user will then indicate his option by typing a "P" for 166 on-
line printer output or a "Mx" (x being a tape handler number) for magnetic
tape output.

Since selecting either BCD or Binary mode causes both tape handlers
on the same unit to be set in that mode, SFCHEX will restore the tape unit
to its original mode before returning control to the user's program. This
allows the user to output in a binary format on the same unit which SFCHEX
uses for BCD formats, without having to reset the modes.

3.2 Output Formats

The only normal output from SFCHEX are BCD annotations and octal
dumps. (The Snap Command merely defines special limits for a dump.) A heading
will precede the dump. This heading will contain the B, D, I and R Bank

settings, the last address (P) encountered in the user's program, the contents

of the A-Register at the time address (P) was encountered and the contents
of the Buffer Entrance Register at that time.

3.2.1 Dump Format
The Dump command defines a lower limit address (LL) and an upper

limit address (UL), between which the octal dump is to be generated. For the
sake of uniformity, SFCHEX reduces LL to the nearest multiple of 1610. Simi-
larly, UL is increased to the nearest multiple of 1610. This allows the output
of an integral set of (16 cell) lines with the initial address of the cell at
the beginning of each line an integral multiple of 208.



12 February 1963 3-2 T™-1003/002/00

For additional ease in reading, the 16lo occtal cells listed on each
line are gathered into four groups, with the separation between words within
a group being less than the seﬁaration between two groups. Figure 3.1 is @
sample of the dump format.

3.3 Error Messages and Recovery Procedures

SFCHEX will generate comments on the on-line typewriter in the

event of certain malfunctions due to errcneous command input procedures.

3.3.1 Jllegal Input Character
If SFCHEX encounters an illegal character in the interpretation of
a command, three question marks (? ? ?) will appear on the on-line typewriter.

Recovery Procedure

Typewriter input mode: SFCHEX will cause a carriage return and type
an *. The user may retype the entire command.

Card input mode: The card should be repunched and the user may re-
start the program with that card by setting SLJ2 and starting at location 2334
in the bank in which SFCHEX is stored. C

3.3.2 Illegal Instruction
Some instructions in the 160A repertoire are not allowed as cells

in which a Snap or Trap jump can be replaced, since SFCHEX is unable to trans-
late those instructions. (See Restrictions 4.1). When SFCHEX encounters such
an illegal instruction, the following comment will be generated on the type-
writer.

IL INST AT BOOXX

B will be the bank and XXXX the location in which the non-translatable in-

struction was stored.

Recovery Procedure
Typewriter input mode: SFCHEX will remove the Trap or Snap Command
and then cause a carriage return and type an asterisk. The user may then re-

enter the Trap or Snap command at a different address or type in some other
command .
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Card input mode: SFCHEX will remove the Trap or Snap Command and
stop. The user should correct or remove the erroneous commend card. ‘The user
may restart the program with the corrected card by setting SLJ 2 and starting
at location 2200 in SFCHEX's bank.

3.3.3 Illegal Input Command
If a spurious command is input to SFCHEX, the following message will
be generated on the typewriter.

IL COM
Recovery Procedure
Typewriter input mode: SFCHEX will cause a carriage return and type

an asterisk. The user may retype the command.

Card input mode: The erroneous-card should be repunched and the user
may restart the program with that card by setting SLJ 2 and starting at lo- .
cation 2200 in SFCHEX's bank.

3.3.4 Three Simultaneous Traps, Snaps, or Unsnaps

If the user's input command sequence should be so set up as to
result in an attempt to set up a third Trap, Snap, or Unsnap command, the
following message will be generated on the typewriter.

THIRD COM
Recovery Procedure

Typewriter input mode: SFCHEX will remove the third Snap, Trap
or Unsnap command, cause a carriage return and type an asterisk. " The user

may then enter another command.

Card input mode: SFCHEX will remove the third Snap, Trap, or Unsnap
and stop. The user should-modify the command sequence. The user may restart
the program at that point by setting'SLJ 2 and starting at locatiomn 2200 in
SFCHEX's bank. -
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3.3.5 Unsnap Command Address Does Not Match Any Snap Command Address

' If the user should enter an Unsnap command in which the address of
the Snap command to be removed cannot be matched with the address of any Snap
command which is currently in effect, the following message will be generated
on the typewriter.

NO S AT BXXXX
Recovery Procedure

Typewriter input mode: SFCHEX will remove the Unsnap command, cause
a carriage return and type an asterisk. At this point the correct Unsnap
command may be entered followed by a Run command (2.3.1.8).

Card input mode: SFCHEX will remove the Unsnap command, type out
the error message and halt. To recover,the user must punch on cards the correct
Unsnap command and/or a Run command (2.3.1.8), put jump switch 2 up and effect
a manual jump from the console to location 2200 in the bank in which SFCHEX
is located.

3.3.6 TRAP TABLE Capacity Exceeded
If a user exceeds the capacity of a TRAP TABLE which is being set
up, the following message will be generated on the typewriter.

T T OVRFLW

Important: SFCHEX removes all the commands which were placed in the
TRAP TABLE including the Trap command itself.

Recovery Procedure

Typewriter input mode: SFCHEX will remove the whole TRAP TABLE,
cause a carriage return and type an asterisk. The user should decide the manner
in which he wants to reduce the length of the TRAP TABLE to less than forty-
eight cells and then begin the input by retyping the Trap command.



12 February 1963 3-6 T™-1003/002/00

Card input mode: SFCHEX will remove the whole TRAP TABLE and then
stop. The user should modify the TRAP TABLE sequence and begin with the Trap
command by setting SLJ 2 and starting at location 2200 in SFCHEX's bank.



12 February 1963 b1 TM-1003/002/00

L.o OPERATING INSTRUCTIONS
k. Options

h.1.1 Input Option

The user may input commands via the typewriter or the on-line card
reader. The user signifies his choice by responding to SFCHEX's question
"MODE IN" with a "T" for typewriter or a "C" for on-line card reader.

h.1.2 Output Option

The user may choose between the on-line printer or magnetic tape

as his output medium. The user signifies his choice by responding to SFCHEX's
question "MODE OUT" with a "P" for on-line printer or a "Mx" (x = a tape handler

number) for magnetic tape output.

k.1.3 SLJ Switch Options
If SFCHEX has been used prior to the current situation, the present

user may use the same input-output media as the previous user by setting SLJ 1
and starting the program. This will result in SFCHEX skipping the "MODE IN",
"MODE OQUT" questions.

SLJ 2 causes SFCHEX to bypass initialization of the trap tables.

4.2 SFCHEX Operation
SFCHEX will normally be loaded in the upper half of bank 2, starting
at location 2200.

a. Load the user's program in any bank.

b. If the input mode is to be by card, the command cards should be
placed in the card reader.

¢c. Start at location 2200 in bank 2.

d. Respond to "MODE IN". by typing a "T" or "C" on the typewriter.
Respond to "MODE OUT" by typing a "P" or "Mx" (x = the tape
handler number).
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6. SFCHEX will now begin to enter commands.

a. If the input mode is by card, SFCHEX will read the cards as
it needs them.

b. If the input mode is by typewriter, SFCHEX will signal the
user with a carriage return and an ¥ each time it is pre-

pared to accept a command.

4.3 Operating Restrictions and Limitations

L.3.1 Illegal Instructions

’ In the setting up of a Snap, Trap, or Unsnap command, SFCHEX places
a JPR to the RECOV Subroutine in the indicated address in the user's program.
- It is a restriction that the two cells in which the JPR instruction 1s placed

must not be modified in any manner. Any instructiam whose E, F, or G field is

modified in any manner may not be selected by the user for a Trap, Snap or (
Unsnap command. This includes the following situation.
Al STR TR1
A2 LDC .
A3 1111

Suppose the user input a Snap command to be set up at Al, and suppose
the contents of A3 are modified by another portion of the program, SFCHEX would
translate the instruction at Al and in the translation of the instruction at A2,
SFCHEX would pick up the contents of A3 and save it in bank 2. Thus although
modification of the contents of A3 would not affect the JPR command in Al and
A2, the change in A3 would go unnoticed.

Similarly, the second cell in which the JPR to RECOV sequence is
stored must not be the object of some transfer instruction. The reason for this
is obvious. When the jump is effected, the user's program will execute the G
field of the JPR instruction.
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4.3.2 Non-Translatable Instructions

The following instructions are not allowed to occur in the cells

selected by the user for a Trap or Snap command.

(Note: These are allright for Snap commands.)

1. ERR Error stop

2. HLT Halt

3. JPR Return jump

4. 8IS Selective stop

5. 8J8 Selective stop and jump
6. ALL INPUT-OUTPUT INSTRUCTIONS.

The reason that these instructions are not allowed is that SFCHEX
has no translation for them. Inclusion of one of the above commands will
cause SFCHEX to print out:

IL INST AT BXXOXX (See 3.3.2)

L.3.3 The Locate Command
The Locate Command must be entered prior to any Trap, Snap or Unsnap
command. This is due to the fact that the latter three commands assume that

a communication link with the user's program has already been established.

L.3.h4 The Begin Command

The Begin command must be used to terminate the initial set of input
commands. This is due to the fact that SFCHEX does not have any address (at
this time) in the user's program to which it can transfer program control.

4.3.5 TRAP TABLE Limit

The parameters associated with a Trap command must not exceed forty-
eight cells of the corresponding TRAP TABLE. If too many commands are entered
into the TRAP TABLE, SFCHEX will print-out.

TT OVRFLW (see 3.3.6)
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The following is a list of the cells required for each type of
command which can be placed in a TRAP TABLE.

Snap 4 cells

Unsnap 5 cells

Correct (% + n) cells (n is the number of corrzctions)
Header (2 + n/2) cells (n is the number of BCD characters)
Dump 5 cells

Page 1l cell

Mnemonic 5 cells

k.3.6 Input-Output
If the input media (i.e., the typewriter or card reader) is not

ready, SFCHEX will wait until the equipment is ready. No comment will be

generated.

Likewise, if the output media is not ready, SFCHEX will wait and

no comment will be generated.

The user will be able to observe either of the above conditions,
since no commands are accepted by SFCHEX until both the input and output

mediums have been tested.

4.3.7 Trap, Snap and Unsnap Commands

No more than 2 each of the Snap, Trap or Unsnap commands can be
active at the same time. By active, we mean that & JPR RECOV has been placed
in the user's program. You could have a third Snap or Unsnap command in a
TRAP TABLE which has not been set up. But when the Snap or Unsnap command
did get set up, one of the other Snap or Unsnap commands will have had to be
removed. A third active command will result in the error message:

THIRD COM. (See 3.3.k4)
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4.3.8 Pressing the Load Button On the 167-2 On-Line Card Reader
In validation, it was observed that the depression of the load button

on the 167-2 on-line card reader resulted in an over-ride of the typewriter

input option selection. The indication of such a mistake will be an error

printout loop of the following message

IL INST AT 2020

4.3.9 Equipment Configuration

SFCHEX is a diagnostic program with storage requirements of 2850
cells. It is bank independent with the exception of storage in bank 3. For
full capability, the equipment configuration must consist of a 160A/169 com-
puter, a 161 typewriter, a 167-2 on-line card reader, a 166 on-line printer

and a 163 tape unit.

The timing requirements for the operation of SFCHEX is a function
of the amount of input commands.
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5.0 SFCHEX Capability

5.1 The Trap Command

The Trap command format and operation is described in detail in
Section 2. When a Trap command is entered, a flagged jump is piaced in the
user's program so that when that jump is encountered, control is transferred
to SFCHEX via the RECOV Subroutine. At this time the Trap Table associated
with the flagged jump is executed; that i1s, each command which was input in
connection with the Trap command will either be set up or executed. Any Snap
or Unsnap commands are set up by placing a flagged jump in the user's program
at the indicated address. Correct commands are executed by storing the para-
meters in the proper locations. The Snap, Unsnap and Correct commands are then
deleted from the Trap Table so that subsequent executions of the Trap Table
will not result in redundant and perhaps disastrous reexecutions of the above
comnands. Dump, Header and Page commands will be executed each time the Trap

Table is executed.

The key feature of the Trap command is the parameter n (the number of
times the Trap Table is to be executed). If n is entered on the Trap command
as O, the associated Trap Table will continue to be executed each time the
flagged jump is encountered. This will continue for the duration of the pro-
gram. If n is input with a positive value, the Trap Table will be executed up
to n times at which time the Trap Table will be "flushed". "Flushing" consists
of the removing of the flagged jump in the user's program, replacing the in-
structions at that location and terminating the Trap Table. (If n is not given
the Table shall be executed only once.)

At this time SFCHEX will be ready to accept more commands. The user
may decline to enter more commands at this time by using the Run command, or he
may decline to enter any more commands for the duration of the run by using an

End or Wrapup command. Otherwise the user may enter any sequence of commands
vhich is compatible with the restrictions and limitations listed in Section k4.
However, if the user desires to communicate with SFCHEX at some later time, he
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must meke sure that a Trap Table will flush at that time. The Trap command
can be used strictly for communication purposes, that is, it is not necessary
to associate any commands with it (the Trap Table may be empty). -Thus, each
time the corresponding flagged jump is encountered in the user's program, n
will be decreased by one. When n is reduced to zero, the user will be allowed

to enter more commands.

5.2 SFCHEX Strategy
The following paragraphs contain examples of debugging situations
for which SFCHEX is ideally suited, and advice for Jjudicious use of the commands.

5.2.1 With two Trap Tables available,it would be unwise to set up an in-

finite trap (n input as 0), unless the user has only minimal debugging pro-

cedures planned for the run. Once an infinite Trap Table is set up, it cannot

be removed until SFCHEX is restarted.

5.2.2 Consider a program which consists of several modules and which 1s not .
sufficiently checked out for a continuous run through the modules. Normally,
the user program has to check out the modules one by one by separating the
program and writing small drivers for the modules or by attending the computer
runs and manually transferring from one module to the next. With SFCHEX, the
user could set up a continuous run by discrete use of Trap, Correct, Dump and
Begin commands. For example, set a Trap command at the end of the first module
with n equal to one. Use the Begin command to start at the proper location in
the first module. When the program encounters the Trap Flag, the user could
execute a Dump of the first module, use the Correct command to set up ideal
parameters for the next module, enter a Trap Command at the end of the next
module and then use the Begin command to start at the proper location of the
next module. This process can continue for each module until the run is com-
pleted.

5.2.3 Remember that the only commands which terminate a Trap Table are the
Run, Begin, End, Wrapup or another Trap command. Therefore, in an input period,

»

-
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if any Header, Page, Snap, Unsnap, Dump, or Correct commands are to be exe-
cuted immediately, they must be input prior to any Trap Commands, since the
commands which terminate the Trap Table also cause SFCHEX to transfer control

to the user's program.

5.2.4 When a programmer desires to test the effect of several different
values of some parameter, he could run a parameter study using Trap, Begin

and Correct commands. The procedure would be to set a Trap command at the

end of the program with n equal to 1 and use the Begin command to start the
program. When the first run is complete, the Trap will allow the programmer
to use the Correct command to enter a new value for the parameter, enter a new
Trap Command with n equal to one and use the Begin command to restart the

program.
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6.0 TEST CASES
6.1 Procedures

In checking out SFCHEX the programmer followed the normal procedures
for checking out the individual sections and modules for logical and diagnostic
errors. Each of the input commands was individually checked to see if it
functioned correctly. ' Several different computer instruction translations
were run off by the SETUP Subroutine and checked against hand written results.
As soon as SFCHEX began to run in normal fashion it was turned upon itself.
That is, SFCHEX corrected, snapped, trapped, and dumped itself.

The validation specifications were essentially SFCHEX' only really
complete test. The following pages of this section will deal with the vali-
dation specifications appearing in the Milestone VI Document.

6.2 Sample User's Program

A small program was generated to serve as a sample user's program
on which SFCHEX could operate. This program contains a variety of instructions
so that each of the nine instruction translation modules in the SETUP Sub-
routine can be exercised. The program was designed to iterate 4 times and
then halt. Each iteration of the program is divided into two sections. The
first section fills a 896 cell buffer with a series of 16 0000's, 16 1111's,
16 2222's, etc, until all 896 cells are filled. The second fills the same
buffer with T777's. The program was coded in a roundabout manner so that an
adequate cross section of commands could be used. The following pages contain
the symbolic coding of the sample user's program.

SAVMPLE PROGRAM

SETUP
LOC TAG OPER ADD ~ MODULE
ORG 100
100 SICO

101 SDCO
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LOC

102
103
104
105
106
107
110
111
112
113
114
115
116
117
120
121
122
123
124
125
126
127
130
131
132
133
134
135
136
137
140

TAG

STM

TST1

TST8

TSTS

OPER

LDN
TSTLT

LDN
STD

LDN
ST™

STD
LDN
STM

STI
AOD

SBN
STR

ICN

ZJR

STR

ADD
Lo

T0

DL

TST3

TSTBF

D2

20

TSTh

TST3

D2

D2
TSTh

TST4

TST15

D1

TST6

TST3

1111

TST3

TM-1003,/002/00

SETUP
MODULE

MOD1C
MOD1C
MOD1.C
MOD1B

MOD1D

MODLC
MOD1A

MOD2A
MOD1B
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LOC

141
142
143
1k
145
146
1h7

- 150

151
152
153
154
155
156
157
160
161
162
163
164
165
166
167
170
171
172
173
17k
175
176
17T

TST6

TST15

TST12

TST13

TSTLL

OFER

LDN
NZR
PTA
ADN
STD
JP1
NOP
STPO
LDN

JP1
SLJ

PTA

ADN
SRJO

ATE

SBUO
LCN

LCN

ZJR

ADD

TST8

TD3
TD3

50
50

TS15

TSTBF

TST12

TSTBX

TST13

TSTL4

TSTLT
TSTL8

T™-1003/002/00

SETUP
MODULE

MOD9
MOD1C
MOD1C
MOD2B

MOD8
MOD1C
MODLC
MOD2B
MOD4

MODS
MOD1C
MOD5

MODT

MODT

MOD6
MOD1C
MODT

MOD1C
MOD1A
MOD2A
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SETUP
Loc H6 OPER ADD MODULE
200 JFl 1 MOD3
201 TST1
202 TST18 HLT ILLEGAL
203 TSTL7
204 TST3
205 TSTh
CON 1
TD1
TD2
D3
ORG 300
300 TSTEBF BSS 896D
2100 TSTBX
END
6.3 Validation Prodecures

SFCHEX was validated and accepted on 21 December 1962. The vali-
dation tests concentrated on the following main points.

a. The different SFCHEX commands were entered in various sequences,
executed and the resulting output corresponded to specified
results.

b. Several different types of 160A computer instructions in the
sample user's program were translated by the SETUP Subroutine
in SFCHEX. The continued accurate running of the sample user's
program was taken as an adequate indication that the instructions
were being translated correctly.

c. Both the typewriter and card input modes and both the printer
and magnetic tape output modes were exercised in all four possible
input-output combinations. Naturally, not all of the possible

- »
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command sequences could be tried, but this caused no problems
due to the fact that the command procedures are autonomous
(except for the Trap Table Sequences).

The five following tests were designed to validate the command
execution, the table capacities and the diagnostic stops in SFCHEX. They
are reproduced in the same format as presented in the Milestone VI Document.

6.3.1 Test One
This test will exercise all of the translation modules in the
SETUP Subroutine, and also all of the command types.

6.3.1.1 Command Card Sequence

COM COL. 4 INST. MODE TRANSLATED

00107 0400 4100 020k4.
03000.
00100 0020.

TEST ONE.
INITIAL DUMP.

00100 00202.

00105 0002. MODLB  MOD1C
00112 0 MOD1D

TRAP DUMP.

00300 003ko0.

00100.

00146 0. MOD2B

00107 00112.

"00150 00046.

00154 0002. MODk&

00160 0002. MOD5

H \H o Cc n w o @ n 3 @My aoaotta
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6.3.1.2

6.3.1.3

coM  coL. b
s 00160
R.

U 00163
R.

T 00171
T 00200
c 0000k
s 00163
R.

s 00176
U 00150
U 00107
R.

T 00143
W.

Procedure

H 0o A 0 O P

6-6

0002.
00150.
0002.
0006.

1234,
0.

00163.
00176.

0002.

Read in SFCHEX Program.
Read SAMPLE User's Program into bank O.

Place Command Cards in Card Reader.

Start at initial instruction of SFCHEX.
Respond to MODE IN with a C on the typewriter.
Respond to MCDE OUT with a P on the typewriter.

Acceptance Criteria

TM-1003,/002/00

INST. MODE TRANSLATED

MODS

MOD6
MOD3

MODT

MOD1A MOD2A

MOD9

a. Output will appear on the on-line printer.
b. Cards will be read in from the on-line card reader.

c. Output Sequence
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6.3.2
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1. "TEST ONE"
2. "INITIAL DUMP" )
3. Dump from 00100 to 00202
L. "TrRAP DUMP"
5. Dump from 00300 to 00TLO
6. Dump O-TT bank O
Cell 1 0070
Cell 2 0000
Cell 3 0000
Cell 50 0000
7. Same as 4.
8. Dump from 00300 to 00340 containing T777's
Dump O-7T7 bank O
Cell 1 0
Cell 2 2100
Cell 3 150
10. Same as i
11. Dump O-TT7 bank O
Cell 1 0000
Cell 2 2100
Cell 3 0150
Cell 4 1234
12. Same as k
13. Program will halt in SFCHEX program.
Test Two

This test is the same as Test One with Step A of the procedure
(6.3.1.2) deleted.

Command Card Sequence

Same as in 6.3.1.1
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6.3.2.2 Procedure

a. Read in SAMPLE User's program.
b. Place Command Cards in Card Reader.
Start at initial instruction of SFCHEX with JS 1 set if same
input/output modes (therefore skip steps D and E vhich follow).
d. Respond to MODE IN with a C on the typewriter.
e. Respond to MODE OUT with a P on the typewriter.

6.3.2.3 Acceptance Criteria
The results should be identical to the criteris in 6.3.1.3. This
will indicate that SFCHEX can be used by successive programs.

6.3.3 Test Three
This test i1s similar to Test Two with Step A of the procedure de-
leted and input by typewriter rather than card.

6.3.3.1 Command Sequence

Type the same command sequence as given in 6.3.1.1.
6.3.3.2 Procedure

Start at initial instruction in SFCHEX with JS 1 down.

Respond to MODE IN with a T on the typewriter.

Respond to MODE OUT with a P on the typewriter.

Each time the typewriter does a carriage return followed by an

a0 ooe

asterisk type in the next command.

Hit the carriage return before typing the periocd and re-enter
the command. This will indicate that erroneous instructions

may be changed.

6.3.3.3 Acceptance Criteria
The results should be identical to the criteria in 6.3.1.3. This
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will indicate that the typewriter mode and card mode give identical results
and also that SFCHEX does not disturb the user's program. (Unless an indefi-
nite trap were placed in the program.)

6.3.4 Test Four
This test will use two T, two S and two U commands simultaneously
to validate the table lengths.

6.3.4.1 Command Card Sequence

8
2

COL. L INST. MODE TRANSLATED

03000

TEST FOUR.

00105 0002. MODLC  MOD1C
00107 O. MOD1C  MOD1B
00000 00017.

00143  00020. MOD9  MOD1C
‘00145 k. MOD1C  MOD2B
00020 00037.

00100.

00177 ©0000. MOD2A  MOD3
00107 0010T7.

00145 001ks5,

00105 0. MOD1IC  MOD1C
FINAL DUMP.
00000  37TTT.

rgiu:x:r—];uc:c:etnumeumra:nt'l

6.3.4.2 Procedure

a. Read in SFCHEX program
b. Read in SAMPLE user's program
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Place Command Cards in Card Reader

Start at initial instruction of SFCHEX

Respond tv MODE IN with a .C on the typewriter

Respond to MODE OUT with a Mx (where x is an available magnetic
tape unit).

H o A& 0

6.3.4.3 Acceptance Criteria

Output will be on magnetic tape

o p

Cards will read in from the on-line card reader
Program will terminate at 0202 in the user's program
List Magnetic Tape out will be

"TEST FOUR"
Dump 0-17 bank
Dump 0-17 bank
Dump 20-37 bank
Dump O-TT7 bank
Dump O~TT bank
Dump O~TT bank
Dump O-7T bank
Same as f

Same as h
"FINAL DUMP"
Dump of core memory

[l = 2 - B o T { N = "R o}

w p # O O O o

B H = o

6.3.5 Test Five
This test series will demonstrate the error indications. All input
will be typed.

6.3.5.1 Procedure

a. Loed SFCHEX
b. Load SAMPLE user's program into bank O.
c. Start at initial cell in SFCHEX '
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d.

k.

Respond to MODE In with an X
SFCHEX will retype MODE IN
Respond with a T
Respond to MODE OUT with a P
Type the command X 00100.
SFCHEX will type IL COM and request another command.
Type L 03000.
H TEST.
"TEST" will appear on the on-line printer
Type T 0202.
This is an illegal format . SFCHEX will request another
character.
Start again at initial cell in SFCHEX by using B command
Respond to MODE IN with a T
Respond to MODE OUT with Mx (where x is an available magnetic
tape).
Type the following commands:

03000.

00105 0000.
00107 0000.
00122 0000.

H 3 3t

SFCHEX will type out "THIRD COM"
Repeat J through L
Type the following commands

c 00105 O4LTO 4001 OLOO 4100
S 00105 O.

U 00107 00107

B 00105.

1. SFCHEX will output snap on tape x
2. Since Unsnap comend does not agree with snap command
address, SFCHEX will type out:
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"NO S AT oo107"
p. Type the following commands:

00105 O470 40OOL 0LOO 4100.
00105 0000.

0102030405060708091011121314.
010203040506070809101112131k.
0102030405060708091011121 314.

mom oM H3oaQ

At this point 49 cells of the TRAP TABLE are filled.

Type H  Ol.

SFCHEX will type out "TT OVRFLW", the typewriter will do

a carriage return and type an *¥.

At this point the trap set up at 00105 has been replaced with
the original instructions and the trap has been removed from
the TAB table. Thus this location may be trapped again.

The test is completed.
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7.0 PROGRAM DESCRIPTION

This section presents both a verbal and a drawn flowchart breek-
down of the submodules of SFCHEX.

The program naturally divides into two sections. The first section
deals with the input, setup and executicn of the commands. The second section
is entered whenever =, Snap, Trap or Unsnap command causes a transfer from the

user's program to SFCHEX.

7.1 General Considerations

The subroutine and section descriptions on the following pages con-
centrate principally on the logical processes in the program. Each subroutine
will be presented in sufficient detail so that any individual who is investi-
gating a listing of SFCHEX can correlate the listing with the flowcharts. For
this purpose, the flowcharts will use the same tags as appear in the listing,

rather than mnemonic tags which would have more contextual meaning.

Flow Chart Conventions
X Contents of X

(x)
[(X)] Contents of address specified
by contents of X

—_— Assignment (e.g. 1 —>{X) )
O Logical product

T.1.1 Tables and Buffers

The various storage tables and buffers used in SFCHEX will be ex-
plained in this section so that their use in the flowcharts will not necessi-
tate redundant explanations.

7.1.1.1 BUF Buffer (41 cells)
The BUF Buffer is used to store the parameters from the current

input command. If the command is to be executed or set up immediately, the
data will be taken directly from BUF. If the command parameters are to be
saved in a Trap Table, the parameters are transferred from BUF to one of the
two Trap Tables (TT Buffer).
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7.1.1.1.1 BBUFl and BBUF2, the NEED Buffers (64 cells apiece)

These two buffers are stored in the upper portion of bank 3. They
are used by the NEED and UNNEED Subroutines for storing the contents of the
direct cells used by SFCHEX and the user's program. This allows SFCHEX to
"borrow" the direct cell locations for more efficient operation and then re-

store the direct cells when control is returned to the user's program.

.7.1.1.2°  OUTBUF Buffer (56 cells)
This buffer is used to set up the dump output messages.

7.1.1.3 SNTB Table (2 cells)

This table contains the banks which are to be "Snap" dumped. The
proper bank in SNTB will be selected according to the original position of
the flagged address in the TAB Table.

7.1.1.4 SX Table (60 cells)
SX 1s the Snap Instruction Execution Table. It is divided into two
30 cell sections corresponding to the two possible Snap commands. This buffer

contains the translations of the two instructions which were removed from the
user's program when a Snap command was setup. Thus, when the flagged address
in the user's program is encountered, SFCHEX will generate the Snap dump and
then transfer to the proper half of the SX Table and execute the translations

contained therein.

7.1.1.5 TAB Table (18 cells)
When a Snap, Trap or Unsnap command is set up, SFCHEX stores a JPR

to the RECOV Subroutine in the user's program at the required address. This
means that two instructions in the user's program must be saved in SFCHEX
until that command is terminated.

TAB is divided into three 6 cell sections. The first 6 cells will
contain the user's program address and the two saved instructions for the two
Trap Commands. The‘secbnd set of 6 cells will contain the addresses and in-
structions for the two Unsnap commands. The final 6 cell sections will contain
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the address and instructions for the two Snap commands. As stated above,

each 6 cell section is divided into two 3 cell subsections. The first cell of
a subsection will contain the address in the user's program from which the
instructions were taken. The second cell will contain the instruction taken
from that address. The third cell will contain the instruction taken from the

location immediately following that address.

TAB serves the additional function of bookkeeper for the SX, TX,
UNSTBL and SNTB Tables. Whenever a flagged jump in the user's program is en-
countered, the address from which the jump was effected will be compared with
the addresses in the TAB Table. Counters are set so that when the proper
address is found, SFCHEX will be able to pick up the corresponding elements
in the TX, SX, UNSTBL and SNTB Tables.

In order to keep track of the available storage in the TAB Buffer,
a TT77 is stored in the initial cell of each 3 cell subsection which is current-

ly not in use.

7.1.1.6 TT Buffer (100 cells)
This buffer contains the two Trap Tables. The Trap Tables are set
up so that the number n (number of times the trap is to be executed) is con-

tained in the first cell of the table. As subsequent commands are processed,
the address of the corresponding command execution subroutine and the pertinent
parameters will be stored in the table. When another Trap command or a Begin,
Run, End or Wrapup command is read, a 777 is stored after the last parameter
in the Trap Table.

Thus, when a Trap Table is executed, the n in the initial cell will
be reduced by one. Then a transfer will be made to the first command execution
address in the Trap Table. The command execution subroutine will pick up its
parameters from the Trap Table. When the commend function is completed, it
will return control in such a manner that the address of the next subroutine
to be executed from the Trap Table will be readily available. When the 7777
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at the end of the Trap Table is sensed, the Trap Table execution is completed.

7.1.1.7 TX Table (60 cells)

This is the counterpart of the SX Table for the Snap command. TX
is the Trap Instruction Execution Table. It i§ divided into two 30 cell
sections corresponding to the two possible Trap commands. This buffer contains

the translations of the two instructions which were removed from the user's
program when a Trap command is set up. Thus,when the flagged address in the
user's program is encountered, SFCEEX will execute the corresponding Trap Table
and the transfer to the proper half of the TX Table and execute the trans-

lations contained therein.

7.1.1.8 TYPBCD Table (64 cells)
This is the typewriter BCD code conversion table.

7.1.1.9 UNSTBL Table (2 cells)
This table contains the addresses of Snap commands which are to be

removed when the flagged jump for the corresponding Unsnap command is en-

countered.

7.2 Input, Setup and Exeuction Section (Figure 7.1)
Figure T.1 shows the initial breakdown of this section.

The procedure is:

a. Upon entry, if jump switch 2 is set, SFCHEX will transfer
immediately to the NEED Subroutine (step e). This switch is

used only when there has been a card input error.

b. Certain switches and buffers are initialized. Since SFCHEX is
bank independent, the relative bank for SFCHEX is determined
and stored.
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If Jjump switch 1 is set, the program will skip step 4. This
allows the user to keep the same input and output modes as were

used for the previous run.
Next, the input-output options are set up (Section 7.2.1).

The NEED Subroutine is called (Section T7.2.2). This subroutine
saves the contents of the user's direct cells, and stored SFCHEX

parameters in the direct cells.

Finally, the command input section (Section 7.2.3 - 7.2.3.13)
is entered and the initial commands are entered and set up

or executed. When all the initial commands have been entered,
SFCHEX will transfer control to the bank and address indicated
by the Begin command.

7.2.1 I-0 Section (Figure 7.2)

This section establishes the input and ocutput options and verifies

equipment status for the desired modes.

The procedure is:

a.

"MODE IN" is written on the on-line typewriter. The answering
T or C is stored in Input.

If C is the indicated option, the card reader status is tested
until the card reader is ready.

"MODE OUT" is then written on the on-line typewriter. The
answering P or MX is stored in OUT 2.

The output equipment status is tested until the equipment is
ready.
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e. Go to BETA, the tag for the jump to the NEED Subroutine
(Figure 1).

7.2.2 NEED Subroutine (Figure T7.3)
The NEED Subroutine is used to save the direct cells in the user's

relative bank so that SFCHEX may use those cells for storage and transferral
of data.
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Initialize
Tags
and

Switches

Input
Setup
Execution

Figure T.1l Input, Setup and Execution
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START

Mode in
w102 on Typewriter

WIO3B Store Answer
in INPUT

‘ Save Tape
Is Printer Number
Y
Store P or Mx
in OUT2

Figure 7.1

Figure 7.2 Input-Output Section



T 12 February 1963 7-9

Find Buffer
Bank
Store in NBFL

L

Find Users
Relative

Bank

{

Transfer User
Direct Cells
to DBUFl1

L

ND15 Transfer
DBUF2 to User
Direct Cells

ND1k

A

Figure 7.3 NEED Subroutine
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The procedure is:

a. Test NDFL. O - go to step b. If NDFL does not equal zero, then
the information has already been transferred. To to step 6.

b. Find the buffer bank and store it in NDFL.
¢. Find the user’'s relative bank.
d. Transfer the direct cells in the user's relative bank to DBUFl.

e. Transfer the contents of DBUF2 into the direct cells of the user's
relative bank.

7.2.3 Command Input (Figure 7.4)
Figure 7.4t is schematic representation of the multiple switch in-

volved in transferring to the proper command interpretation Subroutine.

Thus the command is read in BCD format into the BUF Buffer. As shown
in the Input Section (Section 2) the mnemonic letter representing the command
is always in column one, and is therefore read into the first cell of BUF. The
contents of this cell are compared with stored BCD characters and the corres-
ponding subroutine is entered. If no character match is found the érror sub-
routine EX2 is executed,resulting in the following printout on the on-line
typewriter.

"IL CoM"

The following sections (7.2.3.2 thru 7.2.3.13) deal with the pro-
cessing of the individual commands.

T.2.3.1 BUF Buffer, Trap Table and SWL
The BUF BUFFER contains the BCD character as read in through the in-
put medium. The individual subroutines will convert the BCD characters into

the corresponding parameters and restore them in the BUF Buffer in the correct

parameter sequence. To save instructions, the BUF Buffer is located in the
direct cells of the user's relative bank. '
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SW1 is the switch used for keeping track of whether the next input
command is to be stored in the Trap Table or if it is to be immediately set
wp or executed. If SW1 equals 1, the former situation is indicated and if
SW1 equals O, the latter situation is indicated. (See Sections T7.1l.3.2 thru
7.2.3.13).

In the case where SWl1 equals 1, the converted parameters which would
normally be restored in the BUF Buffer are stored instead in the current Trap
Table. The next available address in the Trap Table is contained in the direct
cell labeled CD1.

7.2.3.2 CXB Begin, Command - (Figure 7.5)

The Begin Command is used to terminate the initial sequence of com-
mands and to indicate the address and bank to which SFCHEX is to transfer con-
trol. (This address will normally be the location of the initial instruction
of the user's program.)

When CXB is entered, SW1 is initially tested. §SW1l will equal 1 if
the last command was inserted in a Trap Table. SWl will equal O if the last
command was not associated with a TRAP Table.

The procedure followed is:
a. Test SW1. O - go to step d. 1 - continue.
b. Store 7777 in the next available location in the Trap Table (via

CD1, which contains the address of that cell). This will ter-
minate the Trap Table.

¢c. Set SWl to O. This will initialize the input section for the next

input command sequence.

d. Call XADD Subroutine. This will cause the characters in BUF+1
through BUF+3 to be converted to the bank number and the address
which will be stored in BUF+1l and BUF+2 respectively.
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e. Call UNNEED Subroutine. This will transfer the parameters in the
direct cells of the user'’s relative bank to DBUF2. Then the para-
meters in DBUF1 will be transferred to the direct cells in the

user's relative Dbank.

f. Transfer to the address and bank stored in BUF+2 and BUF+1l res-
pectively.

7.2.3.3 CXC Correct Command (Figure 7.6)
The Correct Command enters up to 11 corrections sequentially starting

at the indicated address and bank.

The procedure is:
a. Test SW1. O - go to step q. 1 - continue.

. The address of the CORRECT Subroutine is placed in the next
available location in the TRAP Table using CD1. Thus, when the
TRAP Table is exe